MONTANA rRange [ETEEREN
OPTION DETAILS

BASE FRAME WITH 48-HOUR TANK

For improved maximum run time, opt for the double wall base frame with a large capacity integrated fuel tank: ideal for isolated areas. This option combines the need for

autonomy with security, making it possible for all of the generat t's fluids to be held.

J100U

with optional 48-hour tank

soundproofed version [J200K

THREE-PHASE SPECIFICATIONS

. Enclosures Sound Sound
E:;::: l:::esr:é- Standard enclosures Enclosurgs “::';::Me wall base with levels levels
48-hour tank* 50 Hz 60 Hz
L . 50Hz max- | 60Hz max-
50Hz 60Hz irt'fr::'s' F”":Lt)a"" ”"[‘m::;"s w;:g)“t T?L';k imumrun | imum run T?L';k WA | dBA@Im | dBA@Tm | dBY@Tm
time (h) time (h)
122 1200 M127 100 2.08X0.96X1.43 | 980 230 46 354 420 92 75 62 68
133 1300 M127 100 2.08X0.96X1.43 | 980 230 46 354 420 92 75 62 68
J44K Jaou M127 100 2.08X0.96X1.43 | 1040 230 30.7 26.4 420 91 74 62 66
166K J60U M128 180 2.30x1.06x1.68 | 1432 390 325 26.9 700 91 73 61 67
177K JT0U M128 181 2.30x1.06x1.68 | 1548 390 325 26.9 700 91 74 62 67
188K J80U M128 180 2.30x1.06x1.68 | 1508 390 279 244 700 93 76 64 73
J110K J100v M129 190 2.55x1.15x1.68 | 1587 505 30.6 26.6 825 95 78 66 70
130K naou M226 340 3.51x1.20x1.82 | 2088 868 46.9 36.2 1630 93 75 64 69
165K 11500 M226 340 3.51x1.20x1.82 | 2168 868 34.7 299 1630 94 75 64 69
200K nisu M226 340 3.51x1.20x1.82 | 2320 868 21.7 24.0 1630 95 76 65 69
- J200U M226 340 3.51x1.20x1.82 | 2390 868 - 235 - - - - 70
*{ipfion nat available for 60Hz generating sefs
SINGLE PHASE SPECIFICATIONS
] ] Enclosures with double wall Sound levels
Generating sets | Generating sets Standard enclosures Besa liamae 50 Hz
Fuel tank Dimensions . Tank 60Hz maximum
50Hz 60Hz Enclosures ) bweh (m) Weight (kg) I rkine ) dB(A)@Tm
- J20UM M127 100 2.08X0.96X1.43 980 230 354 68
- J30UM M127 100 2.08X0.96X1.43 1020 230 354 68
- J40UM M127 100 2.08X0.96X1.43 1016 230 264 67
- J60UM M128 190 2.30x1.06x1.68 1602 390 269 69




