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OPTION DETAILS |

SDMO offers an optional double wall base frame allowing a maximum run time

With its double wall, the environment is protected against any possible fuel leak.

It is the ideal option for use in isolated areas in particular.

soundproofed version | T8K soundproofed version | 133K

THREE-PHASE SPECIFICATIONS

Generating sets Standard enclosures Enclosures with double wall base frame Sound levels Sound lovels
50 Hz 60 Hz
e 3 50Hz max- | 60Hz max-
50Hz 60Hz E'L”r'e"s’ F“":Lt]a"" Dl'x";::s(’;’;s wf;:;'t F""':Lt]a"" immrn | imummn | WA | dB(AY@Im | dBA)@7m |  dB(AY@Tm
time (h) time (h)

T8K - M125 50 1.48x0.76x1.03 | 390 93 54.7 - 86 70 57 -
TI2K T M126 50 1.75x%0.78x1.23 | 530 93 37.2 29.1 87 71 58 63
T16K Ti6U M126 50 1.75x0.78x1.23 | 554 93 274 22.1 88 72 59 64
T22K T200 M127 100 2.08x0.96x1.42 | 780 230 489 111 87 70 58 65
T33K T30U M127 100 2.08x0.96x1.42 | 900 230 383 28.0 92 74 62 66
T44K T40U M127 100 2.08x0.96x1.42 | 920 230 315 26.4 92 74 62 69
T22C3 - M127 100 2.08x0.96x1.42 | 780 230 489 - 87 70 58 -
T33C3 - M127 100 2.08x0.96x1.42 | 900 230 371 - 92 74 62 -
T44C3 - M127 100 2.08x0.96x1.42 | 920 230 284 - 91 74 62 -
TIHK - M125 50 1.48x0.76x1.03 | 360 93 358 - 94 79 65 -
T12HK - M125 50 1.48x0.76x1.03 | 380 93 22.1 - 95 80 66 -

SINGLE PHASE SPECIFICATIONS

Generating sets Standard enclosures Enclosures with double wall base frame Sound levels Sound levels
50 Hz 60 Hz
S . 50Hz max- | 60Hz max-
50Hz 60Hz E;:l':rle': Fue:Lt]a nk ﬁms(':"r;s “R'g;‘ t Fue.;Lt)ank imum run imum run LWA dB(A)@1m | dB(A)Y@Tm dB(h@7m
time (h) time (h)

T6KM - M125 50 1.48x0.76x1.03 | 390 93 54.7 - 86 70 57 -
- T8UM M125 50 1.48x0.76x1.03 | 390 93 - 423 - - - 68
T9KM TI1UM M126 50 1.75x0.78x1.23 | 544 93 372 29.1 87 71 58 63
TIZKM TI6UM M126 50 1.75x0.78x1.23 | 630 93 274 221 88 12 59 65
TI17KM T20UM Mm127 100 2.08x0.96x1.42 | 820 230 189 41.1 87 70 58 65
T25KM - M127 100 2.08x0.96x1.42 | 940 230 383 - 92 74 62 -
- T30UM Mm127 100 2.08x0.96x1.42 | 940 230 - 28 - - - 66
- T40UM M127 100 2.08x0.96x1.42 | 886 230 - 26.4 - - - 69
TI7C3M - M127 100 2.08x0.96x1.42 | 820 230 489 - 87 70 58 =
T25C3M - M127 100 2.08x0.96x1.42 | 940 230 371 - 92 74 62 -
T8HKM - M125 50 1.48x0.76x1.03 | 340 93 358 - 94 79 65 -
TITHKM - M125 50 1.48x0.76x1.03 | 400 93 22.1 - 97 82 68 -




